DEPARTMENT OF THE ARWY
Oraha District, Corps of Engineers
106 South 15th Street
Omaha, Nebraska 68102-1618

NOTI CE:  Failure to acknow edge : Solicitation No. DACWMS5 02 B 0008
call amendments may cause rejec-

stion of the bid. See FAR : Date of Issue: 19 March 2002
:52.214-3 of Section 00100 : NEW Dat e of Qpeni ng: 02 May 2002

Amendnent No. 0001
09 April 2002

SUBJECT: Anendnent No. 0001 to Specifications and Draw ngs for Construction of
Enmer gency Streanbank Protection (Section 14), Wst N shnabotna River,

MIls County, |A
Solicitation No. DACWMS5 02 B 0008.

TGO Prospecti ve Bidders and O hers Concer ned
1. The specifications and draw ngs for subject project are hereby nodified
as follows (revise all specification indices, attachment lists, and draw ng

i ndi ces accordingly).

a. Specifications. (Descriptive Changes.)

(1) Page 00010-1, delete date and tine of bid openi ng shown and
substitute "02 May 2002" at "2:00 pni.

(2) Secti on 01200 Page 5, paragraph 1.9, under SD-02 Shop
Dr awi ngs: add

“Conpl etion Report River Stabilization Structures, MRD Form 701; FIO

The contractor shall conplete a separate MRD Form 701 for each structure that
is constructed or nodified under this contract. Progress paynents in the
amount of $5,000.00 will be withheld fromthe contractor pending acceptable
conpl etion and delivery of such form The Contracting Oficer's
Representative will supply the contractor with MRD Form 701 at the
Preconstruction Meeting. An information copy is attached to this section.”

(3) Section 01200, add the attached Form 701 to the end of the

section.

(4) Secti on 02000 Page 4, paragraph 3.2.1, delete the limts
tabl e and substitute the foll ow ng;

“Limts of Stone Wi ght

Percent Lighter Vi ght Si ze in Approx.

by Weéi ght i n Pounds (|bs) Spherical Dianeter (in)
% Maxi mum M ni mum Maxi mum M ni mum
100 169 67 15 11

50 50 34 10 9

15 25 11 8 6 “
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(5) Secti on 02000 Page 6, del ete paragraph 3.4.3 and substitute
the foll ow ng:

“3.4.3 Soundness in Freezing and Thaw ng

The test for freezing and thawi ng shall consist of \-AASHTO T 103-\, Ledge
Rock Method, Procedure C, nodified as indicated bel ow. The average |oss at 50
cycles for five (5) test specinmens shall not exceed 10.0 percent and naxi mum
| oss of any one specinen of the five shall not exceed 35.0 percent. The

aver age nunber of "pieces" remaining in each of the five test specinmens at
the end of the test shall not exceed three (3) and maxi mum nunber of pieces
remai ning i n any one speci men shall not exceed four (4). *

(6) Section 02210 Page 2, paragraph 1.1, delete the listing for
“ASTM D 1557” in its entirety and substitute the foll ow ng

“ASTM D 698 (1991; R 1998) Laboratory Conpaction Characteristics
of Soil Using Standard Effort (12,400 ft-Ibf/cu. ft.
(600 KNNmicu. m))”

(7) Section 02210 Page 2, paragraph 1.2.4, line 2, delete “ASTM D
1557” and substitute “ASTM D 698”.

(8) Section 02210 Page 3, delete paragraph 2.1.1 and substitute
the foll ow ng:

“2.1.1. SELECTI ON O BORROW MATERI AL

Borrow materials shall be obtained fromthe borrow areas shown. Borrow
materials shall be subject to approval. Borrow material from areas shown nay
be obtai ned without paynment of royalties. *

(9) Section 02340 Page 2, add the foll owi ng new paragraph:

“3.3 PLACEMENT

3.3.1 Riprap

Ri prap shall be placed on the bedding material within the limts shown on the
drawi ngs or as directed by the Contracting Oficer's Representative. Riprap
stone shall be placed in such manner as to produce a reasonably well-graded
mass of rock with the m ni mum practicabl e percentage of voids. Riprap shal

be placed to its full course thickness in one operation and in such manner as
to avoid damage to the bedding material and to mnimze segregation of the
riprap. The larger stones shall be well distributed and the entire mass of
stones in their final position shall be roughly graded to conformto the
gradati on specified. The finished riprap shall be free from objectionable
pockets of small stones and clusters of |arger stones. Placing riprap in
layers will not be permtted. The desired distribution of the various sizes
of stones throughout the mass shall be obtained by sel ective |oading of the
material at the quarry or other source; by controlled dunping of successive

| oads during final placing and placenent. Al stone shall be placed by neans
of clam orange peel, or skip box. However, zero drop hei ght placenent
procedures are to be utilized for riprap stone to avoid displ aci ng or
damagi ng the underlying beddi ng. Dunping of stone at the top of slopes and
rolling or pushing into place will not be permitted. Manipul ating or noving
stone at any time prior to placenment by neans of dozers or other bl ade

equi prent will not be permitted. Rearranging of individual stones by
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nmechani cal equi pment or by hand will be required to the extent necessary to
obtain a reasonably well graded distribution of stone sizes as specified
above.

3.4 PROTECTI ON

The Contractor shall rmaintain the riprap stone until accepted and any

mat eri al di spl aced by any cause shall be replaced at his expense to the lines
and grades shown on the draw ngs.”

b. Specifications (Deleted). Del ete specification pages as noted
bel ow. These pages are no longer part of the project specification.

Pages Del et ed
SECTI ON 01040: AS-BU LT DRAW NGS

c. Drawings (Not Reissued). The follow ng drawi ng sheet is revised as
indicated below with latest revision date of 09 Apr 2002. This drawing is not
rei ssued with this amendnent.

(1) Sheet 3, see Stone Toe Revetnment detail, delete |eader note
readi ng “Reshape Wth Backfill” and substitute “Reshape Wth Existing Backfill
Then Use Borrow Material.”

d. Drawi ng (New) . The following new drawing sheet is added with
|atest revision date of 09 April 2002, and issued with this anendnent.

(1) Sheet 4.

2. This anmendnment is a part of the bidding papers and its receipt shall be
acknow edged on the Standard Form 1442. Al other conditions and requirenents
of the specifications remain unchanged. |If the bids have been mailed prior to
receiving this amendnent, you will notify the office where bids are opened, in
the specified manner, imrediately of its receipt and of any changes in your bid
occasi oned t her eby.

a. Hand-Carried Bids shall be delivered to the U S. Arny Corps of
Engi neers, Omaha District, Contracting Division (Room 301), 106 South 15th
Street, Omaha, Nebraska 68102-1618.

b. Mail ed Bids shall be addressed as noted in Item 8 on Page 00010-1
of Standard Form 1442,

3. Bids will be received until 2:00 p.m, local time at place of bid
openi ng, 02 May 2002.

Attachnents:
Spec Pages listed in 1.a above
Dwgs. listed in 1.d. above

U S. Arny Engineer District, Omha
Cor ps of Engi neers

106 South 15th Street

Omaha, Nebraska 68102-1618

09 Apr 2002
MFS/ 4411
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Stertaed REMARKS :
Complamted

COMPLETION REPORT
Cantrect MNo.

Contractor . RIVER STABILIZATION STRUCTURES
H. L, Work Order No. 'y .

K. L. Adlocatlon No.

Str. No. Bank
New Work [T] Repalr [}
Location
Inspecter
const, Supvr, (Continue on Reverse.) Date of Report
HRD FORM

1 FEB 60 070’ REPLACES MRK FORM 416-D, MRK FORM u16-R, 19 MAR 58, AND MRH FORM 566, MAR 49, WHICH ARE OBSOLETE.



ANSTRUCTIONS

2eporoie forms are Lo bte wmade for ecoch dike O revetment CconsLTWe-
Lioh, point or sirvuwciure remowval. Separcie {orwms are oLso Lo be
wsed Lo di{ferentiote belween Xew Work ond Maintenance,

Show Ltyoe, strendih, penelralion, elevatioan, crown, Lengih, elc,
for each item of work on the rTulLed Lines on Lhe wovper 1\3 of
TEepovTi.

Graph. —— Uze 1o show condition orioT Lo ond afier consivuciion,
eL2vations, and ¢ .R.P. ¥or revetment show orofile of bottom of
excouvoted Ltrench ond Lwop of woner s\ove stone T\,

Under Rematks. —— 1ndicote any oecwloarities of the sirTuciuwre.
Explain deviationsg from owbhorized work,

Show gwontities, wiit price, cost for each vewm of work, and Lotol
cost Ln ehart below (Wired Lobor, wse direct cosih.

CCNSTRUCTION CGST

Type of Work (uantity Unlt Price Extended Lost

TOTAL CONSTRUCTION COST
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